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Since 1963, PIAA is lighting the path to better Visibility

PIAA was established in 1963 with the commitment to manufacture WORLD-CLASS
products that our customers could use with PRIDE and CONFIDENCE. Today, PIAA
upholds that commitment by combining market driven concepts with the latest
TECHNOLOGY to provide STYLE and SAFETY to driving.
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Race proven Performance and Durability

Visionary design, inspired engineering
creates PIAA products

Providing the pleasure to customize
with performance and style

n ;

\ +50 years history providing true quality

products to Circuit and to Street
© TOYOTA GAZOO Racing 2021,



REFLEGTOR FACING
TEGHNOLOGY

"First in the Industry" PIAA Reflector Facing Technology
MBeam Types

IDRIVING / LONG RANGE LAMPS

Beam Angle : 15°-30° Factory headlamp beam image

REFLECTOR FACING

BHYBRID / ALL TERRAIN (ATP) LAMPS

Beam Angle : 40°-50° Factory headlamp beam image

BMFOG / FOUL WEATHER LAMPS

Factory headlamp beam image

Beam Angle : 90°- 100°

Features : Rear Facing Technology. LED chips facing toward reflector.
Reflector concentrates and focuses the beam, effectively delivers the light to where you need.

PIAA LED lamps are different from every other light bar in the lighting market. The RF Series feature Reflector Facing Technology (RFT)
that concentrates and focuses beam pattern of the reflector-facing LED chips more precisely than forward facing LED lights. This allows
for a true, controlled beam pattern, along with more light output per watt versus the competition.

Competitors(Forward Facing) Street Iegal
\5\2%225625? SAE/ECE certified Products can safely be used
on the street and on street car.

Compliance

»
Race performance in a street
legal package

PIAA RF10 (10" LED
LED Chip:4
Wattage:33




* 2 lamps kit with relay wire harness, and switch.

NEW: LPX Series collection

* 2 lamps kit with PIAA stone guard grill, wire harness and switch

Complance| Driving beam in compliance with ECER112 -Selectable DRL function with kit included wires
ECE]| -Computer Controlled beam pattern ORL_| -Round rim: DRL lighting (ECE R7)
+Color tuned 5500K Neutral white beam color -DRL lights visible with stone guard grill on

with Cover : 4-1/8"(104) |._2-15/16'(74)
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DAYTIME
RUNNING LAMP

10G EEEN
Vibration ,é; L |2 \1@( \ :

E

N\
ST
4-3/16°(107)

3-5/16°(84)
3-9/16°(90)

LED LAMP Y
LPKS70 [ ) s ) o] | e
§ Part Number Series Beam / Kelvin Configuration
LED LAMP : DK535BGA Driving / 6000K 12V 9.4W LED/ SAE compliant
LPX570 DK537BEGA Fog / 6000K 12V 8W LED/ ECE,SAE compliant
Part Number | Series Beam / Kelvin Configuration DK536GA LP330 Driving/ 2500K 12V 9.4W LED/ lon Yellow
12V 42W / ECE Compliant / 6,700Im, 135,000cd per lamp DK538XGA Fog/ 2500K 12V 8W LED/ lon Yellow/ECE,SAE compliant

DKX575E |LPX570

Driving / 5500K

IP68 Dust and water protection rated
ECE Driving beam: ECE R112, DRL: ECE R7
EMC R10 Clear, RoHs Compliant

Compliance

L 32 16 8 4 2 1 Lux LPX570 i
li deg Driving Beam pattern B m— " Race performance in a street
Compliance Driving Beam [ I;“ S —— 7" /184mm legal package
Race performance in a street ;g
legal package s
6000K YELLOW
lpx5 9 0 100x2 5500 DRIVING
WATTS KELVIN BEAM
FULL WATERPROOF, POWERSPORTS PUSH SWITCH INCLUDED IN KIT
LED LAMP
LPX590
Part Number Series Beam / Kelvin Configuration
12V 100W / ECE Compliant / 14,500Im, 215,000cd per lamp
. IP68 Dust and water protection rated
DKXS95E LPX590] - Driving /5500K 1 £ b iying beam: ECE R112, DRL: ECE R7 Lamp off: Red Lamp on: Green Handlebar switch mounting bracket
EMC R10 Clear, RoHs Compliant (22mm +/- diameter)
Compliance qeg Driving Beam pattern - —
Driving Beam creres
bodede: DRIVING FOG
lP210 X 10 G 44mm M8 B2mn 051, M8
Race performance in a street Vibration ———
legal package £ = £
100 200 300 400 500 600 700 800 900 1000m LED LAM P IO\E’ ; '05 )
LPX590 LP270
9" /234mm Part Number Series Beam / Kelvin Configuration
DK275X Driving / 6000K 12V 8.5W / ECE, SAE compliant / 35,000cd

DK276 LP270
DK277X

Compliance

Driving / 2500K
Fog / 6000K

Race performance in a street

legal package

LP270 Series lamp kit components;

LP270 LED Lamp x2
Wire harness with switch
Bottom & Side mount bracket

12V 9W / 12,000cd
12V 7.5W / ECE, SAE compliant / 4,300cd

DK275X DK276 DK277X

Driving Beam

Hybrid Beam
ATP Beam




] - 029205
LP Series collection LP270/360/390 Ejpes
IP67 ] |Vibration
* 2 lamps kit with PIAA stone guard grill, wire harness, and switch.
LED LAMP
LP570/560/550
Part Number Series Beam / Kelvin Configuration
DK575BWG | LP570 12V 18W / ECE, SAE, CCC compliant / 75,000cd
DK565BXG | LP560 | Driving 7 6000K | 12V 14W / ECE, SAE, CCC compliant / 75,000cd
DK555BXG | LP550 12V 14W / ECE, SAE, CCC compliant / 65,000cd

LP530

LP550 LP560 LP570

Compliance

Race performance in a street
legal package

3.5" /90mm 5" /131mm 6" /151mm 7" /183mm DK575BWG
90mm 74mm
2N
Miog |/
lP 5 3 0 K 106G ﬁﬁ DK555BXG
P67 ||Vibration i N
LED LAMP (ol
LP530
Part Number Series Beam / Kelvin Configuration DK565BXG
DK535BG Driving / 6000K 12V 9.4W / SAE compliant /37,000cd DK535BG/DK537BEG
DK537BEG LPS30 Fog / 6000K 12V 8W / ECE, SAE compliant / 4,500cd
DK536G Driving /2500K 12V 9.4W /27,600cd
DK538XG Fog / 2500K 12V 8W / ECE, SAE compliant / 3,900cd
Driving Beam
Compliance Hybrid Beam
Race performance in a street Fog Beam
legal package
LP Series lamp kit
DK536G/DK538XG components;

530/550/560/570 LED Lamp x2
- Wire harness with switch
- Mount bracket

Amber and Solid black lamp covers available for LP series lamps (LP550/LP560/LP570)

*Custom designed for each PIAA LED lamps.
*Amber cover: Changing PIAA Driving/Hybrid/ Fog beam lamps 6000K white beam color to Amber/Yellow beam.
*Solid Black cover: In matte black finish surface with PIAA logo.

DIMENSIONS

Diameter - 7-3/4"
| ||||||||||||||||

80 HALOGEN (Y

—
gonm T

T »
79160 7-1716"
®198)  (s180)

B

1-3/16" (3omm)

80 LAMP ¥ i
L 2o ‘SIZE: inch{mm)
Part Number Bulb Beam Components '
PR8OTWE H4 Driving | Single lamp / ECE Compliance
PR802WE H4 Fog Single lamp / ECE
PR80O3WE H4 Spot Single lamp / ECE )
Race performance in a street
5 - PASOCWE Lens cover legal package
o ompatible
Part Number Description PIAA LAMP ‘
DG57A Amber cover for LP570
DK575BWG
Amber Beam Image; DG57B Solid Black cover for LP570
DG56A Amber cover for LP560
DK565BXG
DG56B Solid Black cover for LP560
DG55A Amber cover for LP550
DK555BXG
DG55B Solid Black cover for LP550

LP570 Beam color LP570 with DG57A Amber cover

9




- - -
2 types of brackets enclosed
|
«Reflector Facing Technology +2 Years Warranty ‘ *XTRA Clear Technology sidebracket i:;:t?o'i?::; ifjatr:tble
-Slim Reflector/Housing Design +IP67 Waterproof Design +Ultra Optical Clarity
«Controlled Beam For Best Visibility +50,000 Hour Lifespan *Shatter Resistant

59160142 9716 (238)

S-RF6 S-RF9

*Rearward- Facing LED Bulbs *Rearward- Facing LED Bulbs

*Housing: Aluminum Alloy *Housing: Aluminum Alloy

eLens: Poly Carbonate eLens: Poly Carbonate

1 x S-RF6 LED light /Pre-wired Harmness & Switch *1 x S-RF9 LED light /Pre-wired Harness & Switch
*Brackets & Hardware *Brackets & Hardware

BEAM PATTERN PN SPE0

DRIVING / 5600K/ 12V DRIVING / 5600K/ 12V

Total of 11W per Light
810 Raw Lm per Light

Total of 23W per Light
1,620 Raw Lm per Light

DKSRES Powder Coated Aluminum Housing DKSR95 Powder Coated Aluminum Housing

IP67 Dust and Water Protection Rated Driving Beam IP67 Dust and Water Protection Rated
EMC R10 Clear / RoHs Compliant EMC R10 Clear / RoHs Compliant

S-RF20

*Rearward- Facing LED Bulbs . 20341620

*Housing: Aluminum Alloy @éﬂ

*Lens: Poly Carbonate

*1 x S-RF20 LED light /Pre-wired Harness & Switch = =

*Brackets & Hardware

COMBO / 5600K/ 12V

Total of 57W per Light

4,050 Raw Lm per Light

Powder Coated Aluminum Housing

IP67 Dust and Water Protection Rated
EMC R10 Clear / ECE & RoHs Compliant

DKSR209E

Combo Beam

S-RF30

*Rearward- Facing LED Bulbs . 32-1/5614)
*Housing: Aluminum Alloy ‘Igﬂ
eLens: Poly Carbonate
+1 x S-RF30 LED light /Pre-wired Hamess & Switch = =
*Brackets & Hardware

COMBO / 5600K/ 12V

BEAM PATTERN

Total of 100W per Light

6,480 Raw Lm per Light

Powder Coated Aluminum Housing
IP67 Dust and Water Protection Rated
EMC R10 Clear / RoHs Compliant

DKSR309

Combo Beam

S-RF40

*Rearward- Facing LED Bulbs 39-5/8(1006)
*Housing: Aluminum Alloy ‘Eﬂ

*Lens: Poly Carbonate

*1 x S-RF40 LED light /Pre-wired Harness & Switch = =
*Brackets & Hardware

PN. SPEC

COMBO / 5600K/ 12V

BEAM PATTERN

Total of 120W per Light

8,100 Raw Lm per Light

Powder Coated Aluminum Housing
IP67 Dust and Water Protection Rated Combo Beam
EMC R10 Clear / RoHs Compliant

DKSR409

S-RF50

*Rearward- Facing LED Bulbs . 50-15/16'(1294) . 2w g

*Housing: Aluminum Alloy 4@”
eLens: Poly Carbonate

1 x S-RF50 LED light /Pre-wired Hamess & Switch = =
*Brackets & Hardware

PN. SPEC

COMBO / 5600K/ 12V

BEAM PATTERN

Total of 120W per Light

10,530 Raw Lm per Light

Powder Coated Aluminum Housing
IP67 Dust and Water Protection Rated Combo Beam
EMC R10 Clear / RoHs Compliant

DKSR509

11

2000 SERIES LED LIGHT PODS

-2 Years Warranty x -XTRA Clear Technology Multiple Mounting Options L 3ase) )
~Ultra Optical Clarity -

+IP67 Waterproof Design
50,000 Hour Lifespan

«Shatter Resistant

2000 SPOT/FLOOD

*Forward- Facing LED Bulbs

*Housing: Aluminum Alloy

eLens: Poly Carbonate

#2000 Series LED Light Pod / Pre-wired Harness & Switch/
Brackets & Hardware

2-8/3'(80)
2-1/8'(63)

Upright or Hanging down mounting compatible

DKCL203 DKCL209

BEAM PATTERN

Spot Beam

P.N. SPEC
SPOT / 5600K/ 12V

P.N. SPEC
FLOOD / 5600K/ 12V

Flood Beam

Total of 9.2W per Light

1,200 Raw Lm per Light

Powder Coated Aluminum Housing
IP67 Dust and Water Protection Rated
EMC R10 Clear / RoHs Compliant

Multiple Mounting Options e e
+2 Years Warranty [ *XTRA Clear Technology p g Op — 3-3/18'@81) | 2:5/16'(58)
+IP67 Waterproof Design -Ultra Optical Clarity
50,000 Hour Lifespan -Shatter Resistant

2000 YELLOW SPOT/FLOOD

eForward- Facing LED Bulbs

*Housing: Aluminum Alloy

eLens: Poly Carbonate

*2000 Series LED Light Pod / Pre-wired Harness & Switch/
Brackets & Hardware

Total of 9.2W per Light

1,200 Raw Lm per Light

Powder Coated Aluminum Housing
IP67 Dust and Water Protection Rated
EMC R10 Clear / RoHs Compliant

DKCL203 DKCL209

2-1/8(53)

2-8/3'(60)

Upright or Hanging down mounting compatible

DKCL204 DKCL200

BEAM PATTERN

Spot Beam
PN. SPEC PN. SPEC Flood Beam
SPOT / ION YELLOW / 12V FLOOD /ION YELLOW / 12V
Total of 9.2W per Light Total of 9.2W per Light
DKCL204 1,200 Raw Lm per Light DKCL200 1,200 Raw Lm per Light

Powder Coated Aluminum Housing
IP67 Dust and Water Protection Rated
EMC R10 Clear / RoHs Compliant

Qlll\ll EDGE LED GUBE LIGHTS

*Increased Reflector Surface -2 Years Warranty *XTRA Clear Technology
+Symmetrical Beam Pattern +IP67 Waterproof Design +Ultra Optical Clarity
+Greater Beam Intensity 50,000 Hour Lifespan -Shatter Resistant

QUAD EDGE CUBE

*Forward- Facing LED Bulbs

*Housing: Aluminum Alloy

eLens: Poly Carbonate

*2 x Quad Edge LED Cube Light / Pre-wired Harness & Switch
Brackets & Hardware

Powder Coated Aluminum Housing
IP67 Dust and Water Protection Rated
EMC R10 Clear / RoHs Compliant

SPEC

Wide-Angle DRV / 5600K/ 12V BEAM PATTERN

Total of 24W per Light
3,540 Raw Lm per Light

DKQE39E Powder Coated Aluminum Housing
IP67 Dust and Water Protection Rated
EMC R10 Clear / ECE & RoHs Compliant
. . . Wide Angll
Multiple Mounting Options 8w Driving Beam
5
&
Hanging down or Upright mounting c i —
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Dun

800

RF Series Light har collection RF10

Vibration
*1 lamp kit with 2-way mounting brackets, wire harness, and switch. =
LED LAMP
RE10 mio B&;I't:)mm DKRF105X
‘:::gB Part Number Series Beam / Kelvin Configuration
A0(106| o= ] e . .
IP67 | |Vibration| &% g GR Jg DKRF105X Driving / 6000K 12V 33W / ECE, SAE complla nt/70,000cd
= 8 17 = DKRF109S RF10 Hybrid / 6000K 12V 33W / SAE compliant / 40,300cd
LED LAMP Hole for M8 Boi OKRFESX DKRF107X Fog / 6000K 12V 16W / ECE, SAE compliant / 5,800cd DKRF109S
RF6 DKRF108X Fog / 2500K 12V 22W / ECE, SAE compliant / 5,800cd
Part Number Series Beam / Kelvin Configuration = -
- omplia
DKRF65X Driving / 6000K 12V 17W / ECE, SAE compliant / 45,000cd .
DKRF69 RF6 Hybrid / 6000K 12V 17W / 21,300cd
DKRF67X Fog / 6000K 12V 11W / ECE, SAE compliant / 3,900cd Race performance in a street
R DKRF69 legal package DKRF107X
DKRF68X Fog /2500K 12V 17W / ECE, SAE compliant / 3,900cd
Compliance

Race performance in a street

legal package DKRF67X DKRF108X
DKRF68X Driving Beam
M2 types of brackets enclosed n FI 8 10G| T e
o) . ey fHAA o AR £
ypes ot brackets enclose Vibration J !IIIIIIIIIIIIIIII\IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIE
LE D LA M P M1 Hole for M8 Bolt' 443mm Fog Beam
RF1 8 o 90mm
Part Number Series Beam / Kelvin Configuration
DKRF185E Driving / 6000K 12V 71W / ECE compliant/ 166,000cd RF Series lamp kit components;
. . - RF6/10/18 LED Lamp x1
DKRF189S RE18 Hybrid / 6000K 12V 71W / SAE compliant / 81,200cd - Wire harness with switch
Side bracket Top-bottom bracket DKRF187X Fog / 6000K 12V 26W / ECE, SAE compliant / 9,800cd o o b !
DKRF188X Fog /2500K 12V 33W / ECE, SAE compliant /9,200cd
Complia
Race performance in a street
legal package
Lamp connection bracket (Included in RF6/10/18 lamp kits) DKRF185E

Amber and Solid black lamp covers available for RF series light bars
*Custom designed for each PIAA LED lamps. DKRF1895

*Amber cover: Changing PIAA Driving/Hybrid/ Fog beam lamps 6000K white beam color to Amber/Yellow beam.
*Solid Black cover: In matte black finish surface with PIAA logo.

Part Number Description g&rr'&pfzmg ‘ o
DGRF6A Amber cover for RF6 gﬁgiggi
DGRF6B Solid Black cover for RF6 gﬁgi:gx
DGRF10A Amber cover for RF10 gﬁg:: 8?;
DGRF10B Solid Black cover for RF10 gig:: gg)s( o
DGRF18A Amber cover for RF18 gﬁgi-} 235
DGRF18B Solid Black cover for RF18 BEEE ggg

13




Japan Super Formula Series PIAA LED overtake lamps
installed in all formula race cars.

Total lighting coordination to PIAA

Auxiliary lamp

LED P5-P14
Halogen P10
Head lamp & Fog lamp Turn Signal
LED P17-P19 LED P20
Halogen P24

All PIAA lighting products are developed and engineered by PIAA technical team in JAPAN.

PIAA technical studio Gunma, Japan PIAA Lighting studio




HEAD LIGHT & FOG LIGHT

PIAA HALOGEN
LED BULB SIZE
S Wd3§
" ] 6000K
s 3
Dual Lo+HiBeamON g 2 —
= at Hi Beam — ° S
"'-Beam (Halogen illuminates separately) g 3 HEAD LIGHT & FOG LIGHT Controller-Les type
T T N & Part Number Type L | Confi ti
S casssasanasaame H4 socket feature 8l d - _ Lumenvalue onfiguration
. S ! 180 H4 Hi 3800Im/Lo 3000Im | 12V 18/18W
Ultra-small bulb of the same shape as the genuine bulb! J] P LEH181 | HB3/HB4/HIRT/HIRY 20001 1V 18W

Ultra Compact LED Bulh

wuwig

WWQHZ (WWGG:XVIN) WWL'0G

wuwge

M Built in Controller. No separate controller unit. I
[ Same bulb size as halogen. No installation space constraint. %
B Fan-less aluminum heatsink . %
.
6600'( Cool (R 2500'( IEE
White WARRAN>T-V Yellow WARRANTV
6600K 2500K
HEAD LIGHT & FOG LIGHT Controller-Less type HEAD LIGHT & FOG LIGHT Controller-Les type
Part Number Type Lumen value Configuration Part Number Type Lumen value Configuration
LEH170 H4 Hi 3800Im/Lo 3000Im | 12V 18/18W LEH190 H4 Hi 3500lm/Lo 2700Im | 12V 18/18W
LEH171 HB3/HB4/HIR1/HIR2 4000Im 12V 18W LEH191 HB3/HB4/HIR1/HIR2 3600Im 12V 18W
LEH172 HB3/HB4/HIR1/HIR2 4000Im 12V 18W LEH192 H8/H9/H11/H16 3600Im 12V 18W
LEH170 LEH171 LEH172 LEH190 LEH191 LEH192

17



HEAD LIGHT & FOG LIGHT TURN SIGNAL BULB

HYPER ARROS 6000K LED bulb Series (33| & o isns USSP e NEW: Built-in Resist series VE

> Dust and water resistant

IPGX
Wide beam, Style edition wainanry) - performance LEW103 LEW104 M >
oc . NEW Wide beam optical technology.
F Operating temperature Designad to provide high intensity and
~On . o « = J!, broad width brightness.
e -30°C ~ +85°C v H4: Hi/Lo Beam simultaneous lighting. Wider
beam coverage compared to standard halogen.
'IDG 10G (motorcycle grade)
X X K 10 vibration, JIS S2 water & dust durability.
vibration| Vibration resistant Mseting Japan SHAKEN inspection standards. -

12v Hybrld vemcls

12v Elemr\c vehlcle
et

MPlug & Play

A simple replacement from factory turn signal
bulb. Resist unit unnecessary.

LEW103 LEW104, [ Silent cooling fan

mm

HYPER ARROS 6000K LED for Head Light & Fog Light s %g .g"o:aa“n';;’/'s; o zb‘" orto radio reception
Part Number Socket Kelvin Candela (OE halogen bulb) Configuration Amber Turn Signal bulb o .X30 LED chips.
LEH140E H4 49,000cd (24,000cd) 12V/24V Universal  20/20W Part Number Socket Lumen | Configuration | Bulb per kit 360 degrees beam 25AKLEDERER
LEH141E HB3/HB4/HIR1/HIR2 40,000cd (30,000cd) 12V/24V Universal / 20W LEW103 T20 12V 21W LED 1 spray. &t os
LEH142E H8/H9/H11/H16 6000K 45,000cd (36,000cd) 12V/24V Universal  20W LEW104 525 noolm| 1w LED : @ P
LEH143E H7 38,000cd (36,000cd) 12V/24V Universal  20W

*Kit components: LED bulb x 2, LED control unit x2
* Candela data varies per vehicle

| |
HYPER ARROS 000K LED bulb Series (3] 15w, [0 sssiimsx =[ JN @ voo orertea soes ot sman s piaa LeD Lihting

All th ited b vt performance pex | Dustand water resistant For DIY Upgrade projects.
weatner suite eam
12v/24v d;“' V°|tagsl Q Ealogenllike, 4000K HS100 HS101 HS102 HS103 HS104 HS105 HS106 Hs107 HS108 HS109
ouaiverage | Car & Truck compatible eam color
) Fanless 6063 Aluminium 2\ Color matching with
base design classic vehicles
°CF Operating temperature s O -
S _4F(’)°C ~ Qj—soocp w ™/ /) 2-way heatsink mounting Len
~40°C-+80°C p IA A

ECO-LINE
Part Number Socket Kelvin Lumen Configuration Application Bulbs per kit
HYPER ARROS 4000K LED for Head Light & Fog Light HS100 6000K | 30Im 12V 0.4W High dispersion optical lens 2
PartNumber |  Socket Kelvin Candela (OF halogen bulb) Configuration HS101 6500K | 30Im | 12V 0.4W High dispersion optical lens o Cabi 2
LEH130E H4 49,000cd (24,000cd) 12V/24V Universal  20/20W T10 Position,Cabin,
Door, License plate
LEH131E HB3/HB4/HIR1/HIR2 000K 40,000cd (30,000cd) 12V/24V Universal / 20W HS102 6000K 2
LEH132E H8/H9/H11/H16 45,000cd (36,000¢d) 12V/24V Universal  20W Hs103 6500K 60Im | 12V 0.8W High dispersion optical lens ,
LEH133E H7 38,000cd (36,000cd) 12V/24V Universal  20W - -
* Kit components: LED bulb x 2, ED control unit x2 HS104 T10x31 6500K | 70Ilm |12V 1.2W Electric Current stabilizer installed | IMtérionMap light, 1
* Candela data varies per vehicle gabmcl:vamtty Ia:npr
H T8%29universal . . . . oor,Courtesy lamp,
The beam color optlons of PIAA LED HS105 6500K | 100Im 12V 1.4W High dispersion optical lens Luggage 1
HS106 T16 6000K | 160Im 12V 1.8W 8 Chip LED Polarity Free Reverse 1
Back up light
HS107 6500K | 310Im Reverse 1
T20 Single Cornerring lamp
HYPER ARROS 6000K Turn Signal
HYPER ARROS 4000K HS109 S25Single | Amber | 100Im 1
——— Standard Halogen
HS110 Resist Unit N/A | N/A 12V 6Q High Flash error canceller For Turn Signal 2
(Need 1 unit per signal)

19 PIAA HYPER ARROS 4000K LED LEH132EH11




HID BULB UPGRADE

MLong life brightness
Highest brightness in class. Long life design exceeding IEC
standard 1,000 cycle on/off life test.
M Color consistency
All bulbs are evaluated to color match.
No color difference between L/R bulbs inside kit.

D2R/D2S Universal

HL663

D4R/D4S Universal

Detachable shade

HL412

400K

TSR

HL604 R0 R
D2R/DA4R: use with shade on
D2S/DA4S: detach shade
HID to HID replacement bulb
Part Number Socket Kelvin Lumen Configuration
HL663 D2R/D2S Universal 2500Im 12V/24V Universal /2 bulbs per kit
HL664 D4R/D4S Universal 6600K 2400Im 12V / 2 bulbs per kit
HL603 D2R/D2S Universal 3000Im 12V/24V Universal /2 bulbs per kit
HL604 D4R/D4S Universal 6000K 3200Im 12V / 2 bulbs per kit
HL411 D2R/D2S Universal 3650Im 12V/24V Universal /2 bulbs per kit
HL412 D4R/D4S Universal 4100K 3650Im 12V / 2 bulbs per kit




HYPER ARROS 9000K

HYPER ARROS 5000K series

5000K beam color offers a stylish look.
MILED/HID like beam color.
M One year factory warranty.

HYPER ARROS 5000K series HE-920
Part Number Socket Kelvin Wattage Configuration

HE-920 H4(9003) 60/55W

HE-921 H3 55W

HE-922 H1 55W

HE-923 H7 5000K 55W 12V / 2 bulbs per kit

HE-924 H8 35W

HE-926 H11 55W

HE-929 HB3/4(9005/9006) 55W

HYPER ARROS 3900K

HYPER ARROS 3900K series

Providing International grade performance and beam color.

[3700-3900 Kelvin range color offers a whiter output than standard bulbs
and retains ECE/DOT regulation compliance.

[ One year factory warranty.

HE-900
HYPER ARROS 3700-3900K series
Part Number Socket Kelvin Wattage Configuration
HE-900 | H4 (9003) 60/55W | 12V / 2bulbs per kit / ECE,DOT compliant
HE-901 H3 55W 12V / 2bulbs per kit / ECE,DOT compliant
HE-902 H1 55W 12V / 2bulbs per kit / ECE,DOT compliant
HE-903 H7 55W 12V / 2bulbs per kit / ECE,DOT compliant
HE-904 H8 3900K 35W 12V / 2bulbs per kit / ECE,DOT compliant
HE-905 H9 65W 12V / 2bulbs per kit / ECE,DOT compliant
HE-906 H11 55W 12V / 2bulbs per kit / ECE,DOT compliant Compliance
HE-907 H13 (9008) 65/55W 12V / 2bulbs per kit / DOT compliant DOﬂ @
HE-909 HB3 (9005) 60W 12V / 2bulbs per kit / ECE,DOT compliant Race performance in a street
HE-910 | HB4 (9006) 51W 12V / 2bulbs per kit / ECE,DOT compliant legal package
HE-912 HIR2 (9012) | 3700k 55W 12V / 2bulbs per kit / ECE,DOT compliant

HYPER ARROS ION YELLOW

HYPER ARROS 2500K lon Yellow series

Color tuned ion Yellow output reduces the amount of glare in extreme fog conditions.
M Improves visibility in inclement weather. (rain, snow, fog)
M One year factory warranty.

SOLAR YELLOW 2500K series

Part Number Socket Kelvin Wattage Configuration
HE-990Y | H4 (9003) 60W/55W HE-990Y
HE-993Y H7 55W
HE-994Y H8 2500K W 12V / 2 bulbs per kit
HE-996Y H11 55W
HE-997Y H16 9w
HE-999Y HB 55W




PIAA, 1999, first to introduce Silicone Wiper, offering
CLEAR VISION and SAFETY at street, circuit, and off road terrain

PIAA OFFICIAL WEB | FER3
Wiper | 3 y
[ [-]
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WITH

PIAA
SILICONE
WIPER

PIAA Silicone rubber blades
after 1 year of use

Standard rubber blades
after 1 year of use




FLAT WIPER BLADE

DESIGN

Actively Coats Windshield With
Water Repellent Barrier

All-Weather Blade With Frame-Less Design Eliminates Snow And Ice
Increased Durability Build Up

Silicone windshield preparation pack included

Product Benefits
® Multi Fit adapters enclosed, covers from U-hook to arms for European Vehicles.
® One Piece Design - Prevents ice and snow build-up through the elimination of exposed metal components.
@ Eliminates Lift - The low profile one piece design eliminates wind lift and blade chatter.
@ Silicone Rubber - Maintains a sharp, clean edge and offers better resistance to all environments
( Ozone, Temperature Extremes).

Multi Fit Adapters

Si-TECK WIPER BLADE
WATER REPELLENT d Part No & Available Length
. Si-TECK(LHD & RHD
SILICONE BARRIER inch mm plartNo_( )
12" 300 N/A
Pre-mounted base 22! 13 330 N/A
- 14" 350 97035A
LONG LASTING 15 380 97038A
16" 400 97040A
PERFORMANCE AcoBer CanEcip Faw 17" 430 97043A
P 18" 450 97045A
19" 475 97048A
20" 500 97050A
Q UIET & STREAK
21" 530 97053A
FREE OPERATION ; — 22" 550 97055A
T 24" 600 97060A
LCIID ) 26" 650 97065A
28" 700 97070A
WINDSHIELD PREP
PACK INCLUDED




DESIGN

WATER REPELLENT

SILICONE BARRIER

LONG LASTING
PERFORMANCE

MQUIET & STREAK
FREE OPERATION

WINDSHIELD PREP

PACK INCLUDED

HYBRID WIPER BLADE

Aerodynamic Design Features Patented
Pass-Through Technology

For Maximum

For Maximum

Down Force

Refillable Silicone Rubber Insert available All-Weather Blade With
Increased Durability

Silicone windshield preparation pack included

Product Benefits

® Durability — High quality cover with an aerodynamic design for
maximum performance in any weather condition.

@ Silicone Rubber - Maintains a sharp, clean edge and offers
better resistance to all environments ( Ozone, Temperature
Extremes).

® Design — The aerodynamic design gives your vehicle a premium
look while eliminating wind lift and blade chatter.

®Refillable silicone rubber inserts are available.
Refer to below list of PIAA wiper and Silicone refill application.

Rubber Refill
OK

AERO VOGUE
Part No & Available Length

inch| mm | AV(LHD) PN | AVRHD) g SILICONE REFILL
Part No. O Part No. —&r Part No.
12" | 300 96130 WAVS30 SUR30/SKR30E
13" | 330 N/A N/A SUR33/SKR33E
14" | 350 96135 WAVS35 SUR35/SKR35E
15" | 380 96138 WAVS38 SUR38/SKR38E
16" | 400 96140 WAVS40 SUR40/SKRAOE
17" | 425 96143 WAVS43 SUR43/SKR43E
18" | 450 96145 WAVS45 SUR45/SKRASE
19" | 475 96148 WAVS47 SUR47/SKRA7E
20" | 500 96150 WAVS50 SUR50/SKRS0E
21" | 525 96153 WAVS52 SUR52/SKR52E
22" | 550 96155 WAVS55 SURS5/SKRSSE
24" | 600 96160 WAVS60 SUWG0/SKWGEOE
26" | 650 96165 WAVS65 SUW65/SKW6SE
28" | 700 96170 WAVS70 SUW70/SKW70E

Down Force

Actively Coats Windshield With
Water Repellent Barrier




SUPER SILICONE TOURNAMENT WIPER BLADE

Properly Balanced To Provide Equal Pressure
On The Windshield For Streak-Free Wiping

DESIGN reen

Refillable Silicone Rubber Insert available Actively Coats Windshield With
Water Repellent Barrier

Pre-installed with C1 adapter and contains Silicone windshield preparation pack included
multiple adapters for U/J hook application

Product Benefits

® Durability - Powder coated steel frame that prevents rust and corrosion.

@ Silicone Rubber - Maintains a sharp, clean edge and offers better resistance to all environments ( Ozone, Temperature Extremes).
® Installation - Blades are pre-installed with C1 adapter and contains multiple adapters for a wide range of applications.

®Refillable silicone rubber inserts are available. Refer to below list of PIAA wiper and Silicone refill application.

e e
OK LEHD RIGHD

SUPER SILICONE WIPER BLADE

WATER REPELLENT Part No & Available Length

SILICONE BARRIER inch mm P R e REFILL
12" 300 95030 SUR30/SKR30E
13" 330 95033 SUR33/SKR33E
14" 350 95035 SUR35/SKR35E

LONG LASTING 15" 380 95038 SUR38/SKR38E

=) = P AN B 16" 400 95040 SUR40/SKR40E
17" 430 95043 SUR43/SKR43E
18" 450 95045 SUR45/SKR45E
19" 475 95048 SUR47/SKRA7E

QUIET & STREAK 20" 500 95050 SUR50/SKR50E
21" 525 95053 SUR52/SKR52E

FREE OPERATION 22" 550 95055 SUR55/SKR55E
24" 600 95060 SUW60/SKW60E
26" 650 95065 SUW65/SKW65E
28" 700 N/A SUW70/SKW70E

WINDSHIELD PREP

PACK INCLUDED
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RADIX
SILIGONE

WATER REPELLENT

SILICONE BARRIER

LONG LASTING

PERFORMANCE

QUIET & STREAK
FREE OPERATION

Rubber Refill
OK

LE HD RIG HD

RADIX SILICONE WIPER BLADE
Part No & Available Length

RADIX SILICONE

SILICONE REFILL

inch | 'mm | \y\oER BLADE Part No.|  Part No.

12 | 300 WRX30EBR SKR30
14" | 350 WRX35EBR SKR35
15" | 380 WRX38EBR SKR38
16" | 400 WRX40EBR SKR40
17 | 430 WRX43EBR SKR43
18" | 450 WRX45EBR SKR45
19" | 475 WRX48EBR SKR47
20" | 500 WRX50EBR SKR50
21" | 525 WRX53EBR SKR52
22" | 550 WRX55EBR SKRS55
24" | 600 WRX60EBR SKW60
26" | 650 WRX65EBR SKW65

AERO VOGUE
2X

FLEX

WATER REPELLENT

SILICONE BARRIER

LONG LASTING

PERFORMANCE

QUIET & STREAK
FREE OPERATION

LE HD RIG HD|

AERO VOGUE FLEX
Part No & Available Length

inch| mm | {y/PER BLADE Part No.
14" | 350 96235
16" | 400 96240
17" | 430 96243
18" | 450 96245
19" | 475 96248
20" | 500 96250
21" | 530 96253
22" | 550 96255
24" | 600 96260
26" | 650 96265
28" | 700 96270
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Multi Fit Adapters

Reio
Reio
Toip
Scip

BCIsecnp

X

WATER REPELLENT

SILICONE BARRIER

LONG LASTING

PERFORMANCE

QUIET & STREAK
FREE OPERATION

REAR
L

SECOND VIEW REAR WIPER BLADE

Part No & Available Length

inch | mm | 3ibER BLADE Part No.
10" | 240 97024R
11" | 280 97028R
12" | 300 97030R
13" | 335 97033R
16" | 400 97040R

OOC

WATER REPELLENT
SILICONE BARRIER

LONG LASTING
PERFORMANCE

MUIET & STREAK
FREE OPERATION

Rubber Refil

Rear WIPER BLADE
Part No & Available Length

inch mm Rear Part No. ISDLLrItC'il)cI)\IE REFILL
11" 275 WSU28RS SUS275
12" 305 WSU30RS SUS305
14" 350 WSU35RS SUS350
16" 400 WSU40RS SUS400
12" 305 WSU30RL SUS305
14" 350 WSU35RL SUS350
16" 400 WSU40RL SUS400




OTO STYLE HORN
Introduction video

S

9
OTARTYLE Srsasve
HORN SSHORN

Be heard with STYLE LOUD and BOLD
* New design. Value oriented new concept horn. * Bass tone 390Hz / 430Hz OTO Style Horn.
* Exceeds 100,000 times use, PIAA quality standard. * Slim body design. Same size as HO-14.
*In a highly presentable new package design. * New addition to the OTO horn series.
11 2dBOKREESKILEERE - 112dBOAXEESESDERE,
112dB. Loud and Attention attracting. 112dB. High output in bold Bass tone.
Loud Loud

fitzK/MEE SMAERET-
Water and Dust proof design.

MK/ M EE SRt .
Water and Dust proof design.

Water &
Dust Proof

Water &

Dust Proof

AU LEARFERET . 2 < DEEFEICED T AT B,
Slim design, Easy to fit.

AU LIEANMFERE T B < DEFEICERD I AT AR,
Slim design, Easy to fit.

FRINECEEEMD2ME L5 DPIAAMED 1 0K CEFREICES
Meeting PIAA Standard: >100,000 sound durability test.

FRMECEE#EMD2{ZEL1FDPIAAMB D 1 0L RIEMEREEICES
Meeting PIAA Standard: >100,000 sound durability test.

Durability Double longer life compared to European ECE regulation. Durability Double longer life compared to European ECE regulation.
Test Clear Test Clear
— ) )
' 2DDRY A IVZEZEUDHDPIAAT A VAT vA—EIHR ' 2DDRAYA )R UDDPIAATH A VAT H—EIHR
D PIAA Sticker included to customize style. D PIAA Sticker included to customize style.
— ——
Compliance

E

OTO (F) STYLE HORN

OTO (&) STYLE BASS HORN

Part Number Tone Configuration Part Number Tone Configuration
Black Housing Black Housing
HO-14 |400Hz/500Hz | 2 terminal type HO-16 | 390Hz/430Hz | 2 terminal type
weight: 240g/pc weight: 240g/pc




~ SLENDER HORN EURO SPORTS HORN

THE THINNEST 39.8mm. High pitch European sports car
) -Homologation ECE, approval. quality.

-Powerful 112dB Dual Tone. -Powerful 115dB Dual Tone.

-Can be installed to one and two -Can be installed to one and two

terminal cars. terminal cars.

SLENDER HORN

EURO SPORTS HORN

Part Number Tone Configuration Part Number Tone Configuration

Black Housing Black Housing

HO-12E  {400Hz/500Hz |2 terminal type (includes ground wiring) HO-8E |500Hz/600Hz |2 terminal type (includes ground wiring)
weight : 184g/pc weight : 1949/pc
Stately and dignified sound. Modest yet highly effective.
-Powerful 112dB Dual Tone. -Powerful 115dB Dual Tone.
-Can be installed to one and two -Can be installed to one and two
terminal cars. terminal cars.

10

96
99

=

330H:
400Hz

SUPERIOR BASS HORN Ry Wew SPORTS HORN
Part Number Tone Configuration Part Number Tone Configuration

Black Housing Black Housing
HO-9E |330Hz/400Hz |2 terminal type (includes ground wiring) HO-2E  |400Hz/500Hz |2 terminal type (includes ground wiring)
weight : 180g/pc weight : 194g/pc

TGy PoiyEs ruibreosiss-- NJAGNET OIL FILTER

Product Features
(D 2 layers filtration structure: Combination of high performance 10 micron and standard 20 micron filter

papers, results in up to 150% more filtration effect than conventional filters.
(2) Special Woven: PIAA original design to achive most efficient filtration.
(3 Enlarged oil inlet port: PIAA original design, up to 170% more oil flow than conventional filters.
(4) Magnet effect: Super powerful magnet ring (100 millitesla/1000 gauss) built in the filter, catches
metal debris. (Special feature with magnet type only)
(5 Wide Adaptability: Covers 95% Japanese passenger vehicles in Japan.

PIAA original
filtration structure  Magnified Photo The Power and effect of Magnet

20

PIAA OIL FILTER
Introduction video

10
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produced by PIA

EA520B
EA420B
EA380B
EA520B EA420B EA380B
EA520B

EA380B EA520B & 420B

Model Name | ORCA 520 | ORcA 420 | ORcA 380
EA520B EA420B EA380B

N [T 210x85x44.5cm 187x77x44.50m 175x77x44.5cm
I 202x78x40cm  180x70x40cm  170x72x40cm EA420B
520L 420L 380L

20.5kg 17.5kg 14.5kg

1.+ 101
XA | Terzo web site EA380B
[=] ¢ ** ORCA Roof Box may not be available for some markets**




World's first aftermarket snow melting heater unit
for automotive lighting.

FLAT SNOW Silicone winter wiper

M 1 piece frame structure prevents snow and ice build-up.
B PIAA Silicone technology. Clear vision & Low temperature durable rubber.
M Adaptors for European, American vehicles available.

Euro vehicle Effective for LED lighted vehicles which does not generate heat
e to melt snow and ice build-up on head lamps, tail lights.

(sold separately)

Heater output: Outside temperature +60°C [+140F]

I i 3 Automatic On: When outside t ture is below +5°C [+41F]
FINE SNOW Graphite winter wiper ur-or e e s s

M Covered by a rubber boot to prevent snow and ice build-up to frame joints. - -
M U/J hook wiper arm compatible. Graphite coated smooth wiping performance. 51 -RBE—5—
M Length: 280mm-650mm. Rear window wiper also available.

PIAA

ADEBT IS HHBE—5-

—
198mm
SNOW MELTING HEATER for Head and Tail Lights 260mm
Part Number Tone Configuration
SMH3 12V/6.8W .
SMH4 24V/9.2W 2 heater units with auto on/off sensor and wires Snow meltln%vgﬁgtitte; S
SMH5 12V/24W 12V/24W universal heater unitX2(heater unit replacement parts)

45
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